
PERMA-SHIELD® GLIDING 
PATIO DOORS

Sandtone Dark BronzeWhite BlackCanvas Terratone
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ENERGY EFFICIENT
•	Weather-resistant construction for greater  

comfort and energy efficiency

•	Weatherstripping is designed to seal out  
drafts, wind and water

•	A variety of Low-E glass options are available to control  
heating and cooling costs in any climate

• Many 200 Series Perma-Shield® gliding patio doors have options 
that achieve ENERGY STAR® 6.0 certifications in all 50 states**

*Visit andersenwindows.com/warranty for details.
**Visit andersenwindows.com to verify that the product and glass type are ENERGY STAR certified in your area.

“ENERGY STAR” is a registered trademark of the U.S. Environmental Protection Agency.

Andersen® 200 Series Perma-Shield gliding patio doors 

give your home a contemporary look with energy-saving 

performance and space-saving gliding operation. With a 

low-maintenance, durable surface that covers the frames 

inside and out, it’ll provide years of reliable operation. For 

added style, a wide range of grille, hardware and pattern 

glass options are available.

DURABLE
•	Virtually maintenance-free

•	Perma-Shield exterior and interior never need painting 
and won’t peel, blister, flake or corrode*

•	Frame exterior is protected by a tough vinyl cover that resists 
dents, repels water and provides long-lasting protection 

• Laminated veneer lumber panels provide excellent 
structural stability and longevity

•	The sill is made of aluminum with a stainless steel capped roller track

BEAUTIFUL
•	Six exterior color options

• Durable, low-maintenance vinyl interior matches the exterior color

•	Extensive hardware selection

•	Add style with grilles, exterior trim or patterned glass

EXTERIOR & INTERIOR COLORS



* Distressed Bronze and Oil Rubbed Bronze are "living" finishes that will change with time and use.
** See your Andersen Supplier for details on the 200 Series Limited Warranty (after October 2015).
Printing limitations prevent exact color and finish duplication. See your Andersen dealer for actual finish samples.
“Andersen” and all other marks where denoted are trademarks of Andersen Corporation. 
©2015 Andersen Corporation. All rights reserved. SS_038 8/15

HARDWARE STYLES

HARDWARE FINISHES

Oil Rubbed 
Bronze**

Polished 
Chrome

Antique Brass Satin NickelBlack Gold DustDistressed 
Bronze**

Distressed 
Nickel

Bright Brass StoneBrushed 
Chrome

White

200 SERIES PERMA-SHIELD GLIDING PATIO DOORS

For more information visit andersenwindows.com

ADDITIONAL FEATURES
•	 Reach-out lock seals the panel tight against the frame
•	 A thermal barrier in the sill reduces heat loss 

and limits condensation on the inside
•	 Dual ball-bearing rollers on door panels 

provide smooth gliding operation
•	 Laminated veneer lumber panels provided excellent 

structural stability and energy efficiency

GLASS OPTIONS
LOW-E GLASS

• ��Low-E tempered glass
•	Low-E SmartSun™ tempered glass
•	Low-E Sun tempered glass
•	Additional glass options are available.  

Contact your Andersen dealer.

EXTERIOR TRIM
Available in 11 colors to complement your exterior.

YUMA®

Distressed  
Bronze
Distressed  
Nickel

ENCINO®

Distressed  
Bronze
Distressed  
Nickel

ANVERS®

Bright Brass
Oil Rubbed  
Bronze
Satin Nickel

NEWBURY®

Antique Brass
Bright Brass
Brushed Chrome
Oil Rubbed  
Bronze
Polished Chrome
 Satin Nickel

COVINGTON™

Antique Brass
Bright Brass
Oil Rubbed  
Bronze

WHITMORE®

Antique Brass
Bright Brass
Oil Rubbed  
Bronze
Satin Nickel

ALBANY

Black
Gold Dust
Stone
White

TRIBECA®

Stone
White

GRILLES
Choose from a number of popular designs.    Colonial Colonial SCR Fractional Fractional SCR Fractional Fractional SCR 

Prairie A Colonial Modi�ed Modi�ed  Tall Tall Short Short 

Narroline®

Gliding Patio 
Doors

Grille Patterns

     (Simulated Check Rail)  (Simulated Check Rail)  (Simulated Check Rail) 

Narroline® Gliding Patio Door Opening and Area Specifications

Door
Number Clear Opening

Sq. Ft./(m2)

Clear Opening in Full Open Position
Glass
Area

Sq. Ft./(m2)
Vent

Sq. Ft./(m2)

Overall Door
Area

Sq. Ft./(m2)
Width

Inches/(mm)
Height 

Inches/(mm)
NLGD2968 — — — 12.02 — 17.67

NLGD3368 — — — 14.96 — 20.98

NLGD4368 — — — 20.84 — 27.60

NLGD5068 11.58 22 1/8" 75 3/8" 24.03 11.58 32.71

NLGD6068 14.72 28 1/8" 75 3/8" 29.92 14.72 39.34

NLGD8068 21.00 40 1/8" 75 3/8" 41.69 21.00 52.59

NLGD10068 23.42 44 3/4" 75 3/8" 54.47 23.42 64.59

NLGD12068 29.70 56 3/4" 75 3/8" 66.81 29.71 77.84

NLGD16068 42.27 80 3/4" 75 3/8" 91.47 42.27 104.34

NLGD29611 — — — 12.51 — 18.31

NLGD33611 — — — 15.37 — 21.74

NLGD43611 — — — 21.69 — 28.60

NLGD50611 12.04 22 1/8" 78 3/16" 25.01 12.04 33.89

NLGD60611 15.31 28 1/8" 78 3/16" 31.14 15.31 40.76

NLGD80611 21.84 40 1/8" 78 3/16" 43.39 21.84 54.49

NLGD100611 24.30 44 3/4" 78 3/16" 56.59 24.30 66.93

NLGD120611 30.81 56 3/4" 78 3/16" 69.40 30.81 80.66

NLGD160611 43.85 80 3/4" 78 3/16" 95.03 43.84 108.12

NLGD2980 — — — 16.56 — 21.22

NLGD3380 — — — 20.31 — 25.20

NLGD4380 — — — 27.81 — 33.16

NLGD5080 14.04 22 1/8" 91 3/8" 33.13 14.04 39.29

NLGD6080 17.85 28 1/8" 91 3/8" 40.63 17.85 47.25

NLGD8080 25.46 40 1/8" 91 3/8" 55.63 25.46 63.17

NLGD10080 28.40 44 3/4" 91 3/8" 66.25 28.40 77.59

NLGD12080 36.01 56 3/4" 91 3/8" 81.25 36.01 93.51

NLGD16080 51.24 80 3/4" 91 3/8" 111.25 51.24 125.34

• Dimensions in parentheses are in millimeters or square meters. 

Number of lights and 

overall pattern varies 

with panel size. Patterns 

are not available in all 

configurations.

For more information on 

divided lights see page 11.
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PATTERNED GLASS
Available in four attractive patterns ideal for  
letting light into the home while obscuring vision.

BLINDS BETWEEN THE GLASS**

Blinds Between the Glass are now available for select gliding 
patio door sizes and come standard with Low-E tempered glass.  

White aluminum slat blinds 
come mounted between two  
panes of insulated glass in a 
dust-free environment. Blinds  
are magnetically controlled  
and can be tilted or raised  
and lowered using low  
profile controls. 

For help finding an Andersen product or dealer near you, please call 
us at 877.577.7655 or visit andersenwindows.com.


